
• Dual-Function — The unique deal-function CF RFID 

Reader-Scan Card adds both HF RFID read/write AND bar code

scanning capabilities to Windows Mobile devices with CF card

slots

• One-Handed Operation — After you insert the RFID Reader

Card into a PDA, you can operate it with one hand, leaving your

other hand free to handle packages and materials for increased 

productivity

G E N E R A L  F E A T U R E S

• Integrated Type II CF card and reader/
scanner works in Type II CF slot of
Pocket PCs

• High frequency 13.56 MHz Reader/Writer

• Approx. read range of 3.0 inches
(7.6 cm), depending on tag antenna
size

• Reads and writes to the most popular
HF ISO15693 tags, such as ICode
SLI/SL2, LRI512, my-d, Tag-It HF-I

• Reads and writes to these proprietary HF
tags: ICode 1, Tag-It HF, and PicoTag

• Version 6M available with Class 1 laser
for normal scanning conditions. Version
6P available with Class 2 laser for more
demanding scanning applications

• Versions 6M and 6P scan all commonly
used linear bar codes and RSS-14

• This Mobility Friendly solution draws
only a few milliamps of current in
standby mode, extending the battery
life of your Pocket PC

• No extra batteries or special power
adapter required. The card draws power
straight from the Pocket PC

• Works with Windows-based development
tools, so you can easily create custom
applications

S O F T W A R E  F E A T U R E S

• Supported by the same SocketScan and
SDK that supports all Socket bar code
scanning products

• SocketScan software for Windows con-
verts tag IDs and/or data from selected
memory blocks or bar code data into
virtual keystrokes. Windows applications
receive the data as if it were manually
typed

• SocketScan lets you create prefixes and
suffixes, such as Tab or Carriage Return,
to further eliminate keystrokes during
the data collection process

• Includes a demo application for testing
write, inventory and loop modes

Series 6

Add plug-in RFID capabilities to Pocket PC applications with the

CompactFlash RFID Reader Card Series 6

Collect Data Anywhere with a Flexible RFID Solution 

RFID Reader Card 6E

RFID Only
High Frequency 13.56 MHz Reader/Writer

RFID Reader-Scan

Card 6M

Mid-Range

An ultra-safe Class 1 laser is perfect for health-
care scanning applications near patients

RFID Reader-Scan

Card 6P

Performance

A powerful Class 2 laser is suitable for demand-
ing applications such as scanning outdoors, at
long distances or through mylar or thick glass

Low Power Design

Socket designed the Mobility

Friendly™ CF RFID Reader Card to

use minimal power, essential

when working with mobile com-

puters running on battery power.

Drawing only 11 mA (36 mW) in

idle mode, the CF RFID Card lets

you operate for hours without

having to replace or recharge

your mobile computer’s batteries.

Which version is right for you?

Use the reader for applications
such as security identification and

patient tracking.

Socket®

CompactFlash RFID Reader Card

and RFID Reader-Scan Card



S P E C I F I C A T I O N S
Socket
CompactFlash
RFID Reader
Card Series 6

RFID Reader Card 6E

RFID Only
RFID Reader-Scan Card 6M

Mid-Range 
RFID Reader-Scan Card 6P

Performance 

SKU # RF5400-542 RF5402-544 RF5405-632

Scanner Type Not Applicable Class 1 laser Class 2 laser

Frequency High Frequency 13.56 MHz Reader/Writer

HF RFID Tags
Supported

ISO15693:   ICode SLI/SL2, LRI512, my-d, Tag-It HF-I
Proprietary:  ICode 1, PicoTag, Tag-It HF

Maximum Read
Range*

Approx. 3.0 inches 
(7.6 cm)

Operating
Temperature

-10 to +50°C (-4 to +122°F)

Operating System
Support

Windows Mobile 2003/2003SE/5.0 
Windows CE.NET v4.2 and 5.0

Included Software
SocketScan for Windows Mobile/CE
SocketScan for Windows XP/XP Tablet Edition

Certification/
Compliance

FCC: Part 15, Class B
CE: EN55024:1998
C-TICK: s.182

Warranty Two years

S O C K E T S C A N  S O F T W A R E
No custom programming is required to use the RFID Reader Card. The included
SocketScan software sends scanned data directly into your favorite Windows
application. It includes a handy utility to help you configure SocketScan for
your specific data collection needs. 

*Depends on tag antenna size

SocketScan enters the tag ID
and/or data from selected
memory blocks or bar code
data directly into any Windows
program as if it were manually
typed.

SocketScan lets you configure
this product to read the tag ID,
data from selected memory
blocks or both into any
Windows program.


